ZY X EL

NETWORKS

Fiber Systems Single Mode / Multi Mode

Fiber Patch Cords

Zyxel fiber patch cords are ready for tailor-made solutions in any
network. These high grade duplex fiber patch cords are made from fine
quality optical fiber and with ceramic ferrule based connectors. The
connectors utilize a PC connectors that offers a better surface finish
with less back reflection.

Application

e FTTx Deployments
e Optical CATV Networks
e Passive Optical Networks

e Telecom Networks

Features

e High Performance & Durability
o Available in both Duplex and simplex cable types SM/MM

e Available in combination of various types pre-terminated connectors
that are made to meet all types of environmental specifications

e Suitable for building back bone and PON based LAN solutions
e Thermoplastic Housing UL 94 V-0

o Consistent Overall Finish

o Lowest losses at interconnections

e LSZH Sleeve Jacket

e Yellow Color Single Mode / Aqua Color Multi Mode
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Specifications

Technical Performance

Operating Temperature -10° - + 60°

Return Loss > 45 dB

Insertion Loss < 0.25dB

Available Patch Cord length 01, 02, 03, 04, 05 Meters Available
Connector Type Any

Overall Cable Diameter 2.0 mm/3.0mm

Fiber Cable Type Single Mode G652.D (0S2), 50/125 um (OM3)
Standard Follows IEC 61754-20, IEC 61753-1

Disclaimer: Zyxel Networks, Zyxel logo is a registered trademark of Zyxel Group, and may be registered in other countries; all other trademarks listed herein
belong to their respective owners. This information printed here is correct at the time of publication and as per testing of the components under standard,
specified and controlled environment. Specifications are subject to change without any further notice.

For other Zyxel Solutions, visit us on the web at www.zyxel.com
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